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NE20E-S Series 
Ethernet Line Cards 
 

Product Overview 

Huawei NE20E-S Series Universal Service Routers support the following Ethernet line cards, which allow NE20E-S 
series routers to function as egress routers on large-scale campus networks or small-scale data centers, access or 
aggregation routers on large-scale WANs, or backbone routers on small-scale WANs. 

Figure 1. Ethernet line cards 
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10xFE/GE-SFP 

 

 
NE20E-S Series Ethernet line cards equipped with optical modules support synchronization Ethernet. 
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Product Compatibility 

Table 1. Ethernet Line Cards Compatible Chassis ( "●" indicates supported items, "-" indicates unsupported items) (1) 

BOM Order Name Description NE20E-S4 NE20E-S8 NE20E-S16 NE20E-S8A NE20E-S16A 

03032VBG CR5D00E4XF

20 

4-Port 

10GBase-SFP+MA

Csec Interface 

Card 

● ● - ● ● 

03032TTX CR2D00LAXF

11 

10-Port 10GBase 

LAN/WAN-SFP+ 

Physical Interface 

Card(PIC) 

- - ● ● ● 

03032AMM CR2D00LAXF

10 

10-Port 10GBase 

LAN/WAN-SFP+ 

Physical Interface 

Card(PIC) 

- - ● ● ● 

03031DJP CR2D00L4XF1

1 

4-Port 10GBase 

LAN/WAN-SFP+ 

Physical Interface 

Card 

● ● ● ● ● 

03032KLS CR2D0L2XFE1

0 

2-Port 10GBase 

LAN/WAN-SFP+ 

Physical Interface 

Card E(PIC-E) 

● ● ● ● ● 

03030WGQ CR2D00L2XF1

2 

2-Port 10GBase 

LAN/WAN-SFP+ 

Physical Interface 

Card 

● ● ● ● ● 

03031DJQ CR2DL1XE8G

11 

1-Port 10GBase 

LAN/WAN-SFP+ + 

8-Port 

100/1000Base-X-

SFP Physical 

Interface Card 

● ● ● ● ● 

03032KLT CR2D00EEGF

11 

20-Port 

100/1000Base-X-

CSFP Physical 

Interface 

Card(PIC) 

● ● ● ● ● 

03032KLR CR2D0EAGFE

10 

10-Port 

100/1000Base-X-

SFP Physical 

Interface Card 

E(PIC-E) 

● ● ● ● ● 



NE20E-S Series Universal Service Routers 

 

Data Sheet 

 

 

Copyright ©  Huawei Technologies Co., Ltd. All rights reserved. Page 4 

 

BOM Order Name Description NE20E-S4 NE20E-S8 NE20E-S16 NE20E-S8A NE20E-S16A 

03031DJK CR2D00EAGF

10 

10-Port 

100/1000Base-X-

SFP Physical 

Interface Card 

● ● ● ● ● 

03031DHB CR2D00E8GE

12 

8-Port 

100/1000Base-RJ

45 Physical 

Interface Card 

● ● ● ● ● 

 

Table 2. Ethernet Line Cards Compatible Chassis ( "●" indicates supported items, "-" indicates unsupported items) (2) 

BOM Order Name Description NE20E-S2E NE20E-S2F 

03032KLS CR2D0L2XFE10 2-Port 10GBase LAN/WAN-SFP+ 

Physical Interface Card E(PIC-E) 

- ● 

03032KLR CR2D0EAGFE10 10-Port 100/1000Base-X-SFP Physical 

Interface Card E(PIC-E) 

- ● 

03032TTX CR2D00LAXF11 10-Port 10GBase LAN/WAN-SFP+ 

Physical Interface Card(PIC) 

- - 

03032AMM CR2D00LAXF10 10-Port 10GBase LAN/WAN-SFP+ 

Physical Interface Card(PIC) 

- - 

03031DJP CR2D00L4XF11 4-Port 10GBase LAN/WAN-SFP+ 

Physical Interface Card 

- ● 

03032KLS CR2D0L2XFE10 2-Port 10GBase LAN/WAN-SFP+ 

Physical Interface Card E(PIC-E) 

- - 

03030WGQ CR2D00L2XF12 2-Port 10GBase LAN/WAN-SFP+ 

Physical Interface Card 

● ● 

03031DJQ CR2DL1XE8G11 1-Port 10GBase LAN/WAN-SFP+ + 

8-Port 100/1000Base-X-SFP Physical 

Interface Card 

● ● 

03032KLT CR2D00EEGF11 20-Port 100/1000Base-X-CSFP 

Physical Interface Card(PIC) 

- ● 

03032KLR CR2D0EAGFE10 10-Port 100/1000Base-X-SFP Physical 

Interface Card E(PIC-E) 

- - 

03031DJK CR2D00EAGF10 10-Port 100/1000Base-X-SFP Physical 

Interface Card 

● ● 

03031DHB CR2D00E8GE12 8-Port 100/1000Base-RJ45 Physical 

Interface Card 

● ● 
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Product Specifications 

Table 3. 4-Port 10GBase-SFP+MACsec Interface Card Specifications 

Item Description 

Order Name CR5D00E4XF20 

Silkscreen 4x10G-SFP+ 

Dimensions (H x W x D) 19.8 mm x 193.8 mm x 209.3 mm (0.78 in. x 7.63 in. x 8.24 in.) 

Weight 0.7 kg ( 1.54lb) 

Typical power consumption 28 W 

Typical heat dissipation 123.3 BTU/hour 

Ambient temperature Long terms: 0 °C to 45 °C (32°F to 113°F) Short terms: -5 °C to 55 °C (23°F to 131°F) 

Connector type SFP+ 

Working mode Full-duplex 

Frame format Ethernet_II, Ethernet_SAP, and Ethernet_SNAP 

Reliability and availability Support for hot swap. 

 

Table 4. 10-Port 10GBase LAN/WAN-SFP+ Physical Interface Card(PIC) Specifications 

Item Description 

Order Name CR2D00LAXF11 

Silkscreen 10x10GE-SFP+ 

Dimensions (H x W x D) 19.8 mm x 193.8 mm x 209.3 mm (0.78 in. x 7.63 in. x 8.24 in.) 

Weight 0.6 kg (1.32 lb) 

Typical power consumption 46.7 W 

Typical heat dissipation 151.5 BTU/hour 

Ambient temperature Long terms: 0 °C to 45 °C (32°F to 113°F) Short terms: -5 °C to 55 °C (23°F to 131°F) 

Connector type SFP+ 

Working mode Full-duplex 

Frame format Ethernet_II, Ethernet_SAP, and Ethernet_SNAP 
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Item Description 

Reliability and availability Support for hot swap. 

 

Table 5. 10-Port 10GBase LAN/WAN-SFP+ Physical Interface Card(PIC) Specifications 

Item Description 

Order Name CR2D00LAXF10 

Silkscreen 10x10GE-SFP+ 

Dimensions (H x W x D) 19.8 mm x 193.8 mm x 209.3 mm (0.78 in. x 7.63 in. x 8.24 in.) 

Weight 0.6 kg (1.32 lb) 

Typical power consumption 58.8 W 

Typical heat dissipation 190.8 BTU/hour 

Ambient temperature Long terms: 0 °C to 45 °C (32°F to 113°F) Short terms: -5 °C to 55 °C (23°F to 131°F) 

Connector type SFP+/SFP 

Working mode Full-duplex 

Frame format Ethernet_II, Ethernet_SAP, and Ethernet_SNAP 

Reliability and availability Support for hot swap 

 

Table 6. 4-Port 10GBase LAN/WAN-SFP+ Physical Interface Card Specifications 

Item Description 

Order Name CR2D00L4XF11 

Silkscreen 4×10GE-SFP+ 

Dimensions (H x W x D) 19.8 mm x 193.8 mm x 209.3 mm (0.78 in. x 7.63 in. x 8.24 in.) 

Weight 0.7 kg (1.54 lb) 

Typical power consumption 25.0 W 

Typical heat dissipation 81.1 BTU/hour 

Ambient temperature Long terms: -40 °C to 65 °C (-40°F to 149°F) 

Connector type SFP+ 

Working mode Full-duplex 

Frame format Ethernet_II, Ethernet_SAP, and Ethernet_SNAP 
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Item Description 

Reliability and availability Supports hot swap. 

 

Table 7. 2-Port 10GBase LAN/WAN-SFP+ Physical Interface Card E(PIC-E) Specifications 

Item Description 

Order Name CR2D0L2XFE10 

Silkscreen 2x10GE-SFP+ 

Dimensions (H x W x D) 19.8 mm x 193.8 mm x 209.3 mm (0.78 in. x 7.63 in. x 8.24 in.) 

Weight 0.7 kg (1.54 lb) 

Typical power consumption 41.5 W 

Typical heat dissipation 134.6 BTU/hour 

Ambient temperature Long terms: -5 °C to 55 °C (23°F to 131°F) 

Connector type SFP+ 

Working mode Full-duplex 

Frame format Ethernet_II, Ethernet_SAP, and Ethernet_SNAP 

Reliability and availability Support for hot swap 

 

Table 8. 2-Port 10GBase LAN/WAN-SFP+ Physical Interface Card Specifications 

Item Description 

Order Name CR2D00L2XF12 

Silkscreen 2x10GE-SFP+ 

Dimensions (H x W x D) 19.8 mm x 193.8 mm x 209.3 mm (0.78 in. x 7.63 in. x 8.24 in.) 

Weight 0.6 kg (1.32 lb) 

Typical power consumption 10.0 W 

Typical heat dissipation 32.4 BTU/hour 

Ambient temperature Long terms: -40 °C to 65 °C (-40°F to 149°F) 

Connector type SFP+ 

Working mode Full-duplex 

Frame format Ethernet_II, Ethernet_SAP, and Ethernet_SNAP 
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Item Description 

Reliability and availability Support for hot swap. 

 

Table 9. 1-Port 10GBase LAN/WAN-SFP+ + 8-Port 100/1000Base-X-SFP Physical Interface Card Specifications 

Item Description 

Order Name CR2DL1XE8G11 

Silkscreen 1x10GE-8xGE-SFP 

Dimensions (H x W x D) 19.8 mm x 193.8 mm x 209.3 mm (0.78 in. x 7.63 in. x 8.24 in.) 

Weight 0.6 kg (1.32 lb) 

Typical power consumption 14.3 W 

Typical heat dissipation 46.4 BTU/hour 

Ambient temperature Long terms: -40 °C to 65 °C (-40°F to 149°F) 

Connector type SFP 

Working mode Full-duplex 

Frame format Ethernet_II, Ethernet_SAP, and Ethernet_SNAP 

Reliability and availability Supports hot swap. 

 

Table 10. 20-Port 100/1000Base-X-CSFP Physical Interface Card(PIC) Specifications 

Item Description 

Order Name CR2D00EEGF11 

Silkscreen 20xGE-CSFP 

Dimensions (H x W x D) 19.8 mm x 193.8 mm x 209.3 mm (0.78 in. x 7.63 in. x 8.24 in.) 

Weight 0.8 kg (1.76 lb) 

Typical power consumption 51.5 W 

Typical heat dissipation 167.1 BTU/hour 

Ambient temperature Long terms: -5 °C to 55 °C (23°F to 131°F) 

Connector type SFP/CSFP 

Working mode Full-duplex 

Frame format Ethernet_II, Ethernet_SAP, and Ethernet_SNAP 
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Item Description 

Reliability and availability Support for hot swap 

 

Table 11. 10-Port 100/1000Base-X-SFP Physical Interface Card E(PIC-E) Specifications 

Item Description 

Order Name CR2D0EAGFE10 

Silkscreen 10xGE-SFP 

Dimensions (H x W x D) 19.8 mm x 193.8 mm x 209.3 mm (0.78 in. x 7.63 in. x 8.24 in.) 

Weight 0.8 kg (1.76 lb) 

Typical power consumption 50.0 W 

Typical heat dissipation 162.2 BTU/hour 

Ambient temperature Long terms: -5 °C to 55 °C (23°F to 131°F) 

Connector type SFP 

Working mode Full-duplex 

Frame format Ethernet_II, Ethernet_SAP, and Ethernet_SNAP 

Reliability and availability Support for hot swap 

 

Table 12. 10-Port 100/1000Base-X-SFP Physical Interface Card Specifications 

Item Description 

Order Name CR2D00EAGF10 

Silkscreen 10xFE/GE-SFP 

Dimensions (H x W x D) 19.8 mm x 193.8 mm x 209.3 mm (0.78 in. x 7.63 in. x 8.24 in.) 

Weight 0.6 kg (1.32 lb) 

Typical power consumption 13.3 W 

Typical heat dissipation 43.2 BTU/hour 

Ambient temperature Long terms: -40 °C to 65 °C (-40°F to 149°F) 

Connector type SFP 

Working mode Full-duplex 

Frame format Ethernet_II, Ethernet_SAP, and Ethernet_SNAP 
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Item Description 

Reliability and availability Supports hot swap. 

 

Table 13. 8-Port 100/1000Base-RJ45 Physical Interface Card Specifications 

Item Description 

Order Name CR2D00E8GE12 

Silkscreen 8xFE/GE-RJ 

Dimensions (H x W x D) 19.8 mm x 193.8 mm x 209.3 mm (0.78 in. x 7.63 in. x 8.24 in.) 

Weight 0.5 kg (1.10 lb) 

Typical power consumption 11.7 W 

Typical heat dissipation 38.0 BTU/hour 

Ambient temperature Long terms: -40 °C to 65 °C (-40°F to 149°F) 

Connector type RJ45 

Working mode Full-duplex 

Frame format Ethernet_II, Ethernet_SAP, and Ethernet_SNAP 

Reliability and availability Support for hot swap 

 

For More Information 

For more information about the Huawei NE20E-S Series Routers, visit http://e.huawei.com or contact us in the 
following ways:  

 Global service hotline: http://e.huawei.com/en/service-hotline 

 Logging into the Huawei Enterprise technical support web: http://support.huawei.com/enterprise/ 

 Sending an email to the customer service mailbox: support_e@huawei.com 

 

http://e.huawei.com/en/marketing-material?id=%7bBCBB20F9-1D53-4C26-99FD-2FCE96335425%7d
http://e.huawei.com/en/service-hotline
http://support.huawei.com/enterprise/
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materially from those expressed or implied in the predictive statements. 
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